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MultiparaMeter-SiMulator
ThE SEculiFE NiBP iS dESiGNEd To MEET ThE dEMANd FoR A SMAll, EASY 
To uSE uNiT wiTh MulTiPlE  FEATuRES To FiT YouR ExAcT NEEdS.

FEATuRES

 ¬ NiBP,  iBP,  EcG,  Temp,  Arrhythmias, 
 Respiration, leak detect & Much More 

 ¬ Small, hand-held, lightweight

 ¬ Simple - one Key operation

 ¬ 0 to 500 mmhg Manometer

 ¬ ±1% of Reading Pressure Accuracy 

 ¬ digital Pressure Envelope offset 

 ¬ Total Pressure & BP waveform displays

 ¬ Adult,  Neonatal,  hypertensive  &  hypotensive Modes

 ¬ Spo2 Ready - compatible with Seculife ox1

 ¬ Multiple display Screens & digit Sizes 

 ¬ Flash Programmable, Field upgradeable

 ¬ RS232 interface

 ¬ Peak Pressure detection with Easy Reset

 ¬ EcG output with Full NSR waveform 

 ¬ Sinusoidal Respiration Simulation 

 ¬ EcG Performance Test waveforms 

 ¬ Pace waveform

 ¬ EcG Alarm Test

 ¬ Synchronized invasive Blood Pressure output

 ¬ Selectable iBP Sensitivity - 5 or 40 µV/V/mmhg

 ¬ leak Rate Test

 ¬ EcG Arrhythmia waveforms

 ¬ EcG Arrhythmia Sequence

 ¬ YSi 400 & 700 Simulation Temperature

Though small, this complete Multiparameter Simulator makes no compromise on providing true outputs. 

The ability to provide offsets for various NiBP manufacturers is a particular feature of this device.

The graphic display not only allows you to see what is going on digitally, it also allows you to view a plot of the overall pressure or a close-up of the BP waveform.

The Flash Memory allows for field upgrades with downloads from our website. 



PAcEMAKER wAVEFoRMS

 › Amplitude: 3 mV (± 10% Accuracy)

 › width: 6 ms (± 5% Accuracy)

RESPiRATioN

 › Rate Accuracy: ± 1%

 › impedance: delta 3.0 ohms (± 10% Accuracy)

 › Baseline: 1000 ohms (± 5% Accuracy)

te
c

h
n

ic
a

l 
d

at
a Blood PRESSuRE

 Blood Pressure:

 › Range ± 500 mmhg @ 20°c

 › Accuracy: ± 1% of Reading ± .5 mmhg

 › Rate: 80,94 bpm (synchronized to EcG)

 › Rate Accuracy: ± 1%

 Invasive Blood Pressure:

 › Static Pressure: -10,0,20,40,50,60,80,100,150,160,
  200,240,250,300,320,400 mmhg

 › Accuracy ± (1% Full Range ± 1 mmhg) or
  ± (2% Setting ± 2 mmhg)

 › impedance: 300 ohms (± 10% Accuracy)

 › Sensitivity: 5 or 40 µV/V/mmhg

EcG NSR/ EcG PERFoRMANcE

 ECG-NSR

 › Rate 30,60,120,240 BPM
  (± 1% Accuracy)

 › Amplitude 2.75 mV (± 2% @ lead ii Accuracy)

 ECG Performance

 › Sine wave 10,60,100 hz

 › Square wave 0.125, 2.000 hz

 › Triangle wave 2.000 hz

 › Rate Accuracy ± 1%

 › Amplitude 2.75 mV (± 2% @ lead ii Accuracy)

TEMPERATuRE

 › Settings: 0,24,30,37,40 c (± 0.1 c Accuracy)
  (32.0,75.2,86.0,98.6,104.0 F)

 › Type: YSi Series 400 and 700 

AccESSoRY FoR PulSE oxiMETRY TEST 
SEculiFE ox1 wiTh FiNGERSiM SET

Seculife ox1 can be connected to Seculife NiBP 
to supply a calibrated pulse rate.  

[The FingerSim Set is necessary, but not included in the standard equipment.] 



www.seculife.eu  www.gossenmetrawatt.com  info@gossenmetrawatt.com

GMC-I Messtechnik GmbH

Südwestpark 15

90449 Nürnberg

GERMANY

Fon: +49 911 8602-111 Fax: +49 911 8602-777
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